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Technical Specifications

PVC Wiring Duct with Additional Holes (Wide Slotted)

555 4060WS KKD 4060 - Wide Wiring Duct 40 56,5 60 15 1,6 1,6 16,6 8 12 2,1 4,5 8

555 4080WS KKD 4080 - Wide Wiring Duct 40 76,8 80 17,2 1,8 1,8 19 8 12 2,1 4,5 8

555 4010WS KKD 4010 - Wide Wiring Duct 40 96,9 100 17,2 1,9 2 19,1 8 12 2,1 4,5 8

555 6060WS KKD 6060 - Wide Wiring Duct 60 56,8 60 14,8 1,8 1,8 16,6 8 12 2,1 4,5 8

555 6080WS KKD 6080 - Wide Wiring Duct 60 76,7 80 17,2 1,8 1,8 19 8 12 2,1 4,5 8

555 6010WS KKD 6010 - Wide Wiring Duct 60 96,9 100 17,1 2 2 19,1 8 12 2,1 4,5 8

555 8060WS KKD 8060 - Wide Wiring Duct 80 57 60 14,8 1,8 1,8 16,6 8 12 2,1 4,5 8

555 8080WS KKD 8080 - Wide Wiring Duct 80 77,1 80 17,2 1,8 1,8 19 8 12 2,1 4,5 8

555 8010WS KKD 8010 - Wide Wiring Duct 80 97,2 100 16,9 2,2 2,2 19,1 8 12 2,1 4,5 8

555 1006WS KKD 1006 - Wide Wiring Duct 100 57,3 60 14,6 2 2 16,6 8 12 2,1 4,5 8

555 1008WS KKD 1008 - Wide Wiring Duct 100 77,2 80 17 2 2 19 8 12 2,1 4,5 8

555 1001WS KKD 1001 - Wide Wiring Duct 100 97,2 100 16,9 2,2 2,3 19,1 8 12 2,1 4,5 8

555 1206WS KKD 1206 - Wide Wiring Duct 120 57,6 60 14,3 2,3 2 16,6 8 12 2,1 4,5 8

555 1208WS KKD 1208 - Wide Wiring Duct 120 77,5 80 16,7 2,3 2 19 8 12 2,1 4,5 8

555 1201WS KKD 1201 - Wide Wiring Duct 120 97,5 100 16,7 2,4 2,4 19,1 8 12 2,1 4,5 8

555 1501WS KKD 1501 - Wide Wiring Duct 150 98,1 100 16,6 2,7 2,7 19,1 8 12 2,1 4,5 8

Cat. No. Type Description
Size (mm)

A B C D E F G H I J K L

555 2530 KKD 2530 - Narrow Wiring Duct 25 26,4 30 11,00 1,40 1,40 12,40 4 6 2,10 3,00 4,00

555 2540 KKD 2540 - Narrow Wiring Duct 25 36,2 40 14,60 1,40 1,40 16,00 4 6 2,10 4,50 4,00

555 2560 KKD 2560 - Narrow Wiring Duct 25 56,4 60 14,90 1,60 1,60 16,50 4 6 2,10 4,50 4,00

555 2580 KKD 2580 - Narrow Wiring Duct 25 76,8 80 17,20 1,80 1,80 19,00 4 6 2,10 4,50 4,00

555 2510 KKD 2510 - Narrow Wiring Duct 25        100 17,20 1,90 1,90 19,10 4 6 2,10 4,50 4,00

555 4040 KKD 4040 - Narrow Wiring Duct 40 36,5 40 14,60 1,40 1,40 16,00 4 6 2,10 4,50 4,00

555 4060 KKD 4060 - Narrow Wiring Duct 40 56,5 60 14,90 1,60 1,60 16,50 4 6 2,10 4,50 4,00

555 4080 KKD 4080 - Narrow Wiring Duct 40 76,8 80 17,20 1,80 1,80 19,00 4 6 2,10 4,50 4,00

555 4010 KKD 4010 - Narrow Wiring Duct 40 96,9 100 17,20 1,90 2,00 19,10 4 6 2,10 4,50 4,00

555 6040 KKD 6040 - Narrow Wiring Duct 60 36,8 40 14,20 1,60 1,60 16,00 4 6 2,10 4,50 4,00

555 6060 KKD 6060 - Narrow Wiring Duct 60 56,8 60 14,70 1,80 1,80 16,50 4 6 2,10 4,50 4,00

555 6080 KKD 6080 - Narrow Wiring Duct 60 76,7 80 17,20 1,80 1,80 19,00 4 6 2,10 4,50 4,00

555 6010 KKD 6010 - Narrow Wiring Duct 60 96,9 100 17,10 2,00 2,00 19,10 4 6 2,10 4,50 4,00

555 8040 KKD 8040 - Narrow Wiring Duct 80 36,8 40 14,20 1,60 1,60 16,00 4 6 2,10 4,50 4,00

555 8060 KKD 8060 - Narrow Wiring Duct 80 57,00 60 14,70 1,80 1,80 16,50 4 6 2,10 4,50 4,00

555 8080 KKD 8080 - Narrow Wiring Duct 80 77,1 80 17,20 1,80 1,80 19,00 4 6 2,10 4,50 4,00

555 8010 KKD 8010 - Narrow Wiring Duct 80 97,2 100 16,90 2,20 2,20 19,10 4 6 2,10 4,50 4,00

555 1006 KKD 1006 - Narrow Wiring Duct 100 57,3 60 14,50 2,00 2,00 16,50 4 6 2,10 4,50 4,00

555 1008 KKD 1008 - Narrow Wiring Duct 100 77,2 80 17,00 2,00 2,00 19,00 4 6 2,10 4,50 4,00

555 1001 KKD 1001 - Narrow Wiring Duct 100 97,2 100 16,90 2,20 2,30 19,10 4 6 2,10 4,50 4,00

555 1206 KKD 1206 - Narrow Wiring Duct 120 57,6 60 14,20 2,30 2,00 16,50 4 6 2,10 4,50 4,00

555 1208 KKD 1208 - Narrow Wiring Duct 120 77,5 80 16,70 2,30 2,00 19,00 4 6 2,10 4,50 4,00

555 1201 KKD 1201 - Narrow Wiring Duct 120 97,5 100 16,70 2,40 2,40 19,10 4 6 2,10 4,50 4,00

555 1501 KKD 1501 - Narrow Wiring Duct 150 98,1 100 16,60 2,70 2,70 19,10 4 6 2,10 4,50 4,00

Wiring Duct

• Can be used with cable tie 
thanks to additional holes on 
the sides.
• Flame-retardant, self-
extinguishing according to 
UL94-V0
• Upper scorline is available 
for breaking off the ribs.
• Lower scorline is available.
• Operating Temperature: 
-15°C to 60°C
• Standard Length: 2 meters
• Color Option: RAL 7030 
Grey
• Complies with RoHS 
regulations.
• Complies with IEC 60695-
2-1 and EN 50085-2-3 
standards.

* Wiring duct covers are 
included the package.

4 mm

2,1 mm 12 mm 8 mm

4,
5 

m
m

J I H
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Order No Product Size WxH (mm) Color Qty.

555 2530 KKD 2530   25x30 Grey 50x2 m

555 2540 KKD 2540 25x40 Grey 50x2 m

555 2560 KKD 2560   25x60 Grey 30x2 m

555 2580 KKD 2580   25x80 Grey 28x2 m

555 2510 KKD 2510   25x100 Grey 22x2 m

555 4040 KKD 4040   40x40 Grey 26x2 m

555 4060 KKD 4060   40x60 Grey 18x2 m

555 4080 KKD 4080   40x80 Grey 20x2 m

555 4010 KKD 4010   40x100 Grey 14x2 m

555 6040 KKD 6040   60x40 Grey 18x2 m

555 6060 KKD 6060   60x60 Grey 12x2 m

555 6080 KKD 6080   60x80 Grey 12x2 m

555 6010 KKD 6010   60x100 Grey 18x2 m

555 8040 KKD 8040   80x40 Grey 18x2 m

555 8060 KKD 8060   80x60 Grey 14x2 m

555 8080 KKD 8080   80x80 Grey 10x2 m

555 8010 KKD 8010   80x100 Grey 12x2 m

555 1006 KKD 1006   100x60 Grey 10x2 m

555 1008 KKD 1008   100x80 Grey 8x2 m

555 1001 KKD 1001   100x100 Grey 12x2 m

555 1206 KKD 1206   120x60 Grey 8x2 m

555 1208 KKD 1208   120x80 Grey 6x2 m

555 1201 KKD 1201   120x100 Grey 10x2 m

555 1501 KKD 1501 150x100 Grey 10x2 m

Order No Product Size WxH (mm) Color Qty.

555 4060WS KKD 4060   40x60 Grey 50x2 m

555 4080WS KKD 4080   40x80 Grey 50x2 m

555 4010WS KKD 4010   40x100 Grey 30x2 m

555 6060WS KKD 6060   60x60 Grey 28x2 m

555 6080WS KKD 6080   60x80 Grey 22x2 m

555 6010WS KKD 6010   60x100 Grey 26x2 m

555 8060WS KKD 8060   80x60 Grey 18x2 m

555 8080WS KKD 8080   80x80 Grey 20x2 m

555 8010WS KKD 8010   80x100 Grey 14x2 m

555 1006WS KKD 1006   100x60 Grey 18x2 m

555 1008WS KKD 1008   100x80 Grey 12x2 m

555 1001WS KKD 1001   100x100 Grey 12x2 m

555 1206WS KKD 1206   120x60 Grey 18x2 m

555 1208WS KKD 1208   120x80 Grey 18x2 m

555 1201WS KKD 1201   120x100 Grey 14x2 m

555 1501WS KKD 1501   150x100 Grey 10x2 m

Technical Specifications

PVC Wiring Duct with Additional Holes (Wide Slotted)

Color

Color code is the last digit of the order number

Blue Black White Grey
.......BL .......BK .......W .......BG
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Cat. No. Product Terminals used

493 020 TF (Q2) AVK 2.5; PIK 2.5 N; PIK 2.5 NK; PIK 2.5 ND; PIK 2.5 NLD; PIK 4N; PIK 4 NK; PIK 4 ND; PIK 4 NLD

493 023 TF (2.3)
AVK 2.5; AVK 4; AVK 6; AVK 10; PIK 2.5 N; PIK 4 NK; PIK 2.5 ND; PIK 2.5 NLD;PIK 4N; PIK 4 NK; 
PIK 4 ND; PIK 4 NLD

490 010 TSK 1 (Q2) AVK 2.5; PIK 2.5 N; PIK 2.5 NK; PIK 2.5 ND; PIK 2.5 NLD; PIK 4N; PIK 4 NK; PIK 4 ND; PIK 4 NLD

490 030 TSK 3 (Q2.3)
AVK 2.5; PIK 2.5 N; PIK 2.5 NK; PIK 2.5 ND; PIK 2.5 NLD; PIK 4 N; PIK 4 NK; PIK 4 ND; PIK 4 NLD; PUK 3; PUK 2T; PUK 3T; 
PUK 3 S; PUK 3 SLD (NPN); PUK 3 SLD (PNP)

493 040 TF (Q4)
AVK 4; AVK 6; AVK 10; AVK 16; AVK 16 RD; AVK 35 RD; AVK 35 IRD; WGO 1; WGO 2N; WGO 2 IR; 
WGO 3; WGL 1; WGO PB 6; WGO Y6; WGO YD6; WGO PBD 6

490 040 TSK 4 (Q2.3) AVK 4; AVK 6; AVK 10

490 070 TSK 7 (Q4) AVK 4; AVK 6; AVK 10

490 080 TSK 8 (Q4) AVK 16

490 090 TSK 9 (Q4) AVK 16 RD; AVK 35 RD; AVK 35 RDS; AVK 35 IRDS	

490 100 TSK 10 WGO 1; WGO 3; WGL 1; WGO Y6; WGO YD6; WGO 2N

Test Plugs and Sockets

TF TSK 3 TSK 6 TSK 8TSK 1 TSK 4 TSK 7 TSK 9 TSK 10 TSK 11

Socket Group 1 (Without Isolation)

Group
1

Suitable Terminal Blocks WGO 1 -  WGL 1 - WGO 3  - WGO 2N

Component Stock Code Component Name

5.1.1.0.006213 UKK 6x11,8

3.0.3.4.000314 SCREW M3x17

Test Socket Group 2  (With Isolation)

Group
2

Suitable Terminal Blocks WGO 1 -  WGL 1 - WGO 3  - WGO 2N

Color Options Orange (Standart) - Blue - Green - Yellow - Vıolet

Component Stock Code Component Name

0.0.0.4.90100 TSK 10 ORANGE

5.1.1.0.006213 UKK 6x11,8

Test Socket Group 3  (With Isolation)

Group
3

Suitable Terminal Blocks WGO4

Color Options Orange (Standart) - Blue - Green - Yellow - Vıolet - Red - Black

Component Stock Code Component Name

0.0.0.4.90110 TSK 11 ORANGE
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Type Cat. No. Eco Width (mm) Length (mm) Max. Bundle Dia. (mm) Max. Tensite Strength (KGs) Qty.

YKB 94 532 094 B 532 094 BE 2,5 94 25 8 1000

YKB 94 532 094 S 532 094 SE 2,5 94 25 8 1000

YKB 100 532 100 B 532 100 BE 2,5 100 25 8 1000

YKB 100 532 100 S 532 100 SE 2,5 100 25 8 1000

YKB 142 532 142 B 532 142 BE 2,5 142 35 8 1000

YKB 142 532 142 S 532 142 SE 2,5 142 35 8 1000

YKB 203 532 203 B 532 203 BE 2,5 203 55 8 1000

YKB 203 532 203 S 532 203 SE 2,5 203 55 8 1000

YKB 150 533 150 B 533 150 BE 3,6 150 39 18 1000

YKB 150 533 150 S 533 150 SE 3,6 150 39 18 1000

YKB 250 533 250 B 533 250 BE 3,6 250 74 18 1000

YKB 250 533 250 S 533 250 SE 3,6 250 74 18 1000

YKB 292 533 292 B 533 292 BE 3,6 292 85 18 1000

YKB 292 533 292 S 533 292 SE 3,6 292 85 18 1000

YKB 368 533 368 B 533 368 BE 3,6 368 102 18 1000

YKB 368 533 368 S 533 368 SE 3,6 368 102 18 1000

YKB 120 534 120 B 534 120 BE 4,8 120 30 22 1000

YKB 120 534 120 S 534 120 SE 4,8 120 30 22 1000

YKB 190 534 190 B 534 190 BE 4,8 190 52 22 1000

YKB 190 534 190 S 534 190 SE 4,8 190 52 22 1000

YKB 368 534 368 B 534 368 BE 4,8 368 102 22 1000

YKB 368 534 368 S 534 368 SE 4,8 368 102 22 1000

YKB 300 537 300 B 537 300 BE 7,6 300 88 55 500

YKB 300 537 300 S 537 300 SE 7,6 300 88 55 500

YKB 380 537 380 B 537 380 BE 7,6 380 110 55 500

YKB 380 537 380 S 537 380 SE 7,6 380 110 55 500

YKB 450 538 450 B 538 450 BE 8,0 450 133 80 1000

YKB 450 538 450 S 538 450 SE 8,0 450 133 80 1000

YKB 762 539 762 B 539 762 BE 9,0 762 236 80 1000

YKB 762 539 762 S 539 762 SE 9,0 762 236 80 1000

Cable Ties

Natural : Made from U.L. approved polyamide 66.
Flammibility rating : UL 94 V-2
Normal service temperature range : - 40° C to 85° C.

Black : Material and temperature as above, except in black color.
Specification : Made to comply with mil-spec drawing no. MS-3667 
tensile strength meet or exceed MIL-S-23190 D standart.

B or S codes at the end of each cat. number indicate the color of the cable-tie. 
Please contact for any requirements apart from the list.

B : White
S : Black
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